
R5 RA/RC 0010/0016 C
Oil-lubricated rotary vane vacuum pumps

Dimensional drawing Pumping speed
Air at 20°C. Tolerance: ± 10% ___ 50 Hz     ….. 60 Hz

R5 RA 0010 C R5 RC 0010 C R5 RA 0016 C R5 RC 0016 C

Nominal pumping speed 10 / 12 m³/h (50 / 60 Hz) 10 / 12 m³/h (50 / 60 Hz) 16 / 19 m³/h (50 / 60 Hz) 16 / 19 m³/h (50 / 60 Hz)

Ultimate pressure 0.5 hPa (mbar) (50 / 60 Hz) 20.0 hPa (mbar) (50 / 60 Hz) 0.5 hPa (mbar) (50 / 60 Hz) 20.0 hPa (mbar) (50 / 60 Hz)

Nominal motor rating 0.45 / 0.45 kW (50 / 60 Hz) 0.45 / 0.45 kW (50 / 60 Hz) 0.55 / 0.7 kW (50 / 60 Hz) 0.55 / 0.7 kW (50 / 60 Hz)

Nominal motor speed 1500 / 1800 min⁻¹ (50 / 60 Hz) 1500 / 1800 min⁻¹ (50 / 60 Hz) 1500 / 1800 min⁻¹ (50 / 60 Hz) 1500 / 1800 min⁻¹ (50 / 60 Hz)

Noise level (ISO 2151) 53 / 56 dB(A) (50 / 60 Hz) 53 / 56 dB(A) (50 / 60 Hz) 54 / 56 dB(A) (50 / 60 Hz) 54 / 56 dB(A) (50 / 60 Hz)

Oil capacity 0.4 l 0.4 l 0.4 l 0.4 l

Weight approx. 19 kg 19 kg 19 kg 19 kg

Dimensions (L x W x H) 398 x 209 x 211 mm 398 x 209 x 211 mm 422 x 209 x 220 mm 422 x 209 x 220 mm

Gas inlet G ¾" G ¾" G ¾" G ¾"
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R5 RA 0025/0040 F
Oil-lubricated rotary vane vacuum pumps

Dimensional drawing Pumping speed
Air at 20°C. Tolerance: ± 10% ___ 50 Hz     ….. 60 Hz

R5 RA 0025 F R5 RA 0040 F

Nominal pumping speed 25 / 30 m³/h (50 / 60 Hz) 40 / 48 m³/h (50 / 60 Hz)

Ultimate pressure 0.1 hPa (mbar) (50 / 60 Hz) 0.1 hPa (mbar) (50 / 60 Hz)

Nominal motor rating 1.0 / 1.2 kW (50 / 60 Hz) 1.4 / 1.7 kW (50 / 60 Hz)

Nominal motor speed 1500 / 1800 min⁻¹ (50 / 60 Hz) 1500 / 1800 min⁻¹ (50 / 60 Hz)

Power consumption at 100 mbar 0.8 / 0.9 kW (50 / 60 Hz) 1.1 / 1.2 kW (50 / 60 Hz)

Power consumption at ultimate
pressure 0.5 / 0.6 kW (50 / 60 Hz) 0.6 / 0.7 kW (50 / 60 Hz)

Noise level (ISO 2151) 60 / 63 dB(A) (50 / 60 Hz) 63 / 66 dB(A) (50 / 60 Hz)

Oil capacity 1 l 1 l

Weight approx. 36 kg 42 kg

Dimensions (L x W x H) 585 x 284 x 263 mm 625 x 284 x 263 mm

Gas inlet / outlet G 1¼" / G 1¼" G 1¼" / G 1¼"
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R5 RA 0063/0100 F
Oil-lubricated rotary vane vacuum pumps

Dimensional drawing Pumping speed
Air at 20°C. Tolerance: ± 10% ___ 50 Hz     ….. 60 Hz

R5 RA 0063 F R5 RA 0100 F

Nominal pumping speed 63 / 76 m³/h (50 / 60 Hz) 100 / 120 m³/h (50 / 60 Hz)

Ultimate pressure 0.1 hPa (mbar) (50 / 60 Hz) 0.1 hPa (mbar) (50 / 60 Hz)

Nominal motor rating 2.0 / 2.4 kW (50 / 60 Hz) 2.7 / 3.4 kW (50 / 60 Hz)

Nominal motor speed 1500 / 1800 min⁻¹ (50 / 60 Hz) 1500 / 1800 min⁻¹ (50 / 60 Hz)

Power consumption at 100 mbar 1.3 / 1.5 kW (50 / 60 Hz) 1.9 / 2.4 kW (50 / 60 Hz)

Power consumption at ultimate
pressure 0.7 / 0.8 kW (50 / 60 Hz) 1.2 / 1.5 kW (50 / 60 Hz)

Noise level (ISO 2151) 64 / 67 dB(A) (50 / 60 Hz) 65 / 68 dB(A) (50 / 60 Hz)

Oil capacity 2 l 2 l

Weight approx. 55 kg 73 kg

Dimensions (L x W x H) 627 x 406 x 290 mm 701 x 406 x 290 mm

Gas inlet / outlet G 1¼" / G 1¼" G 1¼" / G 1¼"
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R5 RA 0155 A
Oil-lubricated rotary vane vacuum pump

Dimensional drawing Pumping speed
Air at 20°C. Tolerance: ± 10% ___ 50 Hz     ….. 60 Hz

R5 RA 0155 A

Nominal pumping speed 150 / 175 m³/h (50 / 60 Hz)

Ultimate pressure 0.1 hPa (mbar) (50 / 60 Hz)

Nominal motor rating 4.0 / 4.2 kW (50 / 60 Hz)

Nominal motor speed 1500 / 1800 min⁻¹ (50 / 60 Hz)

Power consumption at 100 mbar 3.2 / 3.8 kW (50 / 60 Hz)

Power consumption at ultimate pressure 2.1 / 2.5 kW (50 / 60 Hz)

Noise level (ISO 2151) 70 / 72 dB(A) (50 / 60 Hz)

Oil capacity 3.5 l

Weight approx. 110 kg

Dimensions (L x W x H) 765 x 470 x 340 mm

Gas inlet / outlet G 2" / G 2"
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R5 RA 0165–0305 D
Oil-lubricated rotary vane vacuum pumps

Dimensional drawing Pumping speed
Air at 20°C. Tolerance: ± 10% ___ 50 Hz     ….. 60 Hz

R5 RA 0165 D R5 RA 0205 D R5 RA 0255 D R5 RA 0305 D

Nominal pumping speed 160 / 190 m³/h (50 / 60 Hz) 200 / 240 m³/h (50 / 60 Hz) 250 / 300 m³/h (50 / 60 Hz) 300 / 360 m³/h (50 / 60 Hz)

Ultimate pressure (gas-ballast valve
closed) 0.1 hPa (mbar) (50 / 60 Hz) 0.1 hPa (mbar) (50 / 60 Hz) 0.1 hPa (mbar) (50 / 60 Hz) 0.1 hPa (mbar) (50 / 60 Hz)

Ultimate pressure (gas-ballast valve
open) 0.5 hPa (mbar) (50 / 60 Hz) 0.5 hPa (mbar) (50 / 60 Hz) 0.5 hPa (mbar) (50 / 60 Hz) 0.5 hPa (mbar) (50 / 60 Hz)

Nominal motor rating 5.5 / 6.6 kW (50 / 60 Hz) 5.5 / 6.6 kW (50 / 60 Hz) 7.5 / 9.2 kW (50 / 60 Hz) 8.3 / 10.0 kW (50 / 60 Hz)

Nominal motor speed 1500 / 1800 min⁻¹ (50 / 60 Hz) 1500 / 1800 min⁻¹ (50 / 60 Hz) 1500 / 1800 min⁻¹ (50 / 60 Hz) 1500 / 1800 min⁻¹ (50 / 60 Hz)

Power consumption at 100 mbar 3.7 / 4.7 kW (50 / 60 Hz) 4.2 / 5.2 kW (50 / 60 Hz) 5.5 / 6.6 kW (50 / 60 Hz) 6.1 / 7.2 kW (50 / 60 Hz)

Power consumption at ultimate
pressure 2.4 / 2.9 kW (50 / 60 Hz) 3.3 / 4.0 kW (50 / 60 Hz) 4.1 / 4.5 kW (50 / 60 Hz) 4.7 / 5.1 kW (50 / 60 Hz)

Noise level (ISO 2151) 70 / 72 dB(A) (50 / 60 Hz) 72 / 74 dB(A) (50 / 60 Hz) 72 / 74 dB(A) (50 / 60 Hz) 74 / 76 dB(A) (50 / 60 Hz)

Oil capacity 6.5 l 6.5 l 6.5 l 6.5 l

Weight approx. 160 kg 160 kg 195 kg 195 kg

Dimensions (L x W x H) 977 x 583 x 418 mm 977 x 583 x 418 mm 1056 x 583 x 418 mm 1057 x 583 x 418 mm

Gas inlet / outlet G 2" / G 2" G 2" / G 2" G 2" / G 2" G 2" / G 2"
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R5 RA 1000/1600 B
Oil-lubricated rotary vane vacuum pumps

Dimensional drawing Pumping speed
Air at 20°C. Tolerance: ± 10% ___ 50 Hz     ….. 60 Hz

R5 RA 1000 B R5 RA 1600 B

Nominal pumping speed 1000 / 1200 m³/h (50 / 60 Hz) 1600 / 1800 m³/h (50 / 60 Hz)

Ultimate pressure 0.3 hPa (mbar) (50 / 60 Hz) 0.3 hPa (mbar) (50 / 60 Hz)

Nominal motor rating 22.0 / 30.0 kW (50 / 60 Hz) 30.0 / 37.0 kW (50 / 60 Hz)

Nominal motor speed 1000 / 1200 min⁻¹ (50 / 60 Hz) 1000 / 1200 min⁻¹ (50 / 60 Hz)

Power consumption at 100 mbar 17.3 / 22.4 kW (50 / 60 Hz) 26.8 / 33.0 kW (50 / 60 Hz)

Power consumption at ultimate
pressure 9.3 / 12.1 kW (50 / 60 Hz) 13.8 / 17.9 kW (50 / 60 Hz)

Noise level (ISO 2151) 82 dB(A) (50 / 60 Hz) 83 dB(A) (50 / 60 Hz)

Oil capacity 30 l 30 l

Weight approx. 1000 / 1060 kg 1330 / 1350 kg

Dimensions (L x W x H) 1894 x 1003 x 936 mm 2234 x 1040 x 936 mm

Gas inlet / outlet DN 150 / DN 125 DN 150 / DN 125
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R5 RA 1000/1600 A PLUS
Oil-lubricated rotary vane vacuum pumps

Dimensional drawing Pumping speed
Air at 20°C. Tolerance: ± 10% ___ Min. speed     ….. Max. speed

R5 RA 1000 A PLUS R5 RA 1600 A PLUS

Nominal pumping speed 440 – 1200 m³/h 640 – 1800 m³/h

Ultimate pressure 0.3 hPa (mbar) 0.3 hPa (mbar)

Nominal motor rating 30 kW 37 kW

Nominal motor speed 500 – 1200 min⁻¹ 500 – 1200 min⁻¹

Power consumption at 100 mbar 8.6 – 22.3 kW 12.8 – 35.9 kW

Power consumption at ultimate
pressure 5.4 – 12.5 kW 6.9 – 19.0 kW

Noise level (ISO 2151) 65 – 79 dB(A) 69 – 83 dB(A)

Oil capacity 30 l 30 l

Weight approx. 1230 kg 1580 kg

Dimensions (L x W x H) 1964 x 1422 x 1451 mm 2198 x 1422 x 1451 mm

Gas inlet / outlet DN 150 / DN 125 DN 150 / DN 125
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R5 PB 0003 D
Oil-lubricated rotary vane vacuum pump

Dimensional drawing Pumping speed
Air at 20°C. Tolerance: ± 10% ___ 50 Hz     ….. 60 Hz

R5 PB 0003 D

Nominal pumping speed 3 / 3.6 m³/h (50 / 60 Hz)

Ultimate pressure 3.0 hPa (mbar) (50 / 60 Hz)

Nominal motor rating 0.1 / 0.12 kW (50 / 60 Hz)

Nominal motor speed 3000 / 3600 min⁻¹ (50 / 60 Hz)

Noise level (ISO 2151) 59 / 66 dB(A) (50 / 60 Hz)

Oil capacity 0.05 l

Weight approx. 5.2 kg

Dimensions (L x W x H) 250 x 141 x 110 mm

Gas inlet G ⅛"
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R5 PB 0004/0008 C
Oil-lubricated rotary vane vacuum pumps

Dimensional drawing Pumping speed
Air at 20°C. Tolerance: ± 10% ___ 50 Hz     ….. 60 Hz

R5 PB 0004 C R5 PB 0008 C

Nominal pumping speed 4.0 / 4.8 m³/h (50 / 60 Hz) 8.0 / 9.6 m³/h (50 / 60 Hz)

Ultimate pressure 2.0 hPa (mbar) (50 / 60 Hz) 2.0 hPa (mbar) (50 / 60 Hz)

Nominal motor rating 0.1 / 0.12 kW (50 / 60 Hz) 0.35 / 0.45 kW (50 / 60 Hz)

Nominal motor speed 3000 / 3600 min⁻¹ (50 / 60 Hz) 3000 / 3600 min⁻¹ (50 / 60 Hz)

Noise level (ISO 2151) 56 / 61 dB(A) (50 / 60 Hz) 60 / 64 dB(A) (50 / 60 Hz)

Oil capacity 0.06 l 0.25 l

Weight approx. 5.2 kg 10.3 kg

Dimensions (L x W x H) 231 x 133 x 141 mm 330 x 164 x 152 mm

Gas inlet G ¼ G ⅜"

DO YOU WANT TO KNOW MORE?

Get in touch with us directly!
CONTACT FORM

www.buschvacuum.com © Busch Vacuum Solutions 11.08.2021 2/2

https://www.buschvacuum.com


HUCKEPACK HO 0429–0441 F
Once-through oil-lubricated rotary vane vacuum pumps

Dimensional drawing Pumping speed
Air at 20°C. Tolerance: ± 10% ___ 50 Hz     ….. 60 Hz

HUCKEPACK HO 0429 F HUCKEPACK HO 0433 F HUCKEPACK HO 0437 F HUCKEPACK HO 0441 F

Nominal pumping speed 160 / 190 m³/h (50 / 60 Hz) 250 / 300 m³/h (50 / 60 Hz) 400 / 480 m³/h (50 / 60 Hz) 630 / 760 m³/h (50 / 60 Hz)

Ultimate pressure 0.5 hPa (mbar) (50 / 60 Hz) 0.5 hPa (mbar) (50 / 60 Hz) 0.5 hPa (mbar) (50 / 60 Hz) 0.5 hPa (mbar) (50 / 60 Hz)

Nominal motor rating 5.5 / 9.2 kW (50 / 60 Hz) 7.5 / 9.2 kW (50 / 60 Hz) 11.0 / 15.0 kW (50 / 60 Hz) 15.0 / 18.5 kW (50 / 60 Hz)

Nominal motor speed 1500 / 1800 min⁻¹ (50 / 60 Hz) 1500 / 1800 min⁻¹(50 / 60 Hz) 1000 / 1200 min⁻¹ (50 / 60 Hz) 1000 / 1200 min⁻¹ (50 / 60 Hz)

Noise level (ISO 2151) 72 dB(A) (50 / 60 Hz) 73 dB(A) (50 / 60 Hz) 73 dB(A) (50 / 60 Hz) 74 dB(A) (50 / 60 Hz)

Weight approx. 385 kg 440 kg 930 kg 1000 kg

Dimensions (L x W x H) 1320 x 740 x 1160 mm 1320 x 740 x 1160 mm 1640 x 950 x 1240 mm 1640 x 950 x 1240 mm

Gas inlet / outlet DN 80 / DN 50 DN 80 / DN 50 DN 80 / DN 80 DN 80 / DN 80
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